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24V / 1.80W
24V / 3.12W
24V / 1.92W
24V / 3.60W
24V / 3.50W
24V / 8.40W

Voltage / 
Watt

Color Current

75mA
130mA

80mA
150mA
146mA
350mA

Weight
(g)

CAS2-45-010-X-X

CAS2-45-020-X-X

CAS2-45-040-X-X

Coaxial Illumination

CAS2 SERIES - Even Co-Axial Light
CAS2 series is an extended version of coaxial light which allow camera to be 
mounted at 90 degrees from the inline light. This illumination is suitable for limited 
camera mounting distances or bottom inspection.

Technical Specification:
- Color Red, Green, Blue and White
- 24V DC Input Power
- Continuous and Strobe Applications
- Compact Size
- Lighting Cable 500mm

Customize Lighting:
- Customize Sizes, Mounting requirements
- Color and Voltage Available
- Consult Technical Sales for More Information
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Product  Pat  Number ing System :
CAS2-45-010-X-X-24V-M8

Product  Pat  Number ing System :
CAS2-45-010-X-X-24V-M12

120

200

350

Power Consumption

5V / 3 WATT

5V / 3 WATT

5V / 0.5WATT

600mA

600mA

100mA

Color Current

65

110

35

Weight
(g)

HBF-00-08-1-X-5V

HBF-00-16-1-X-5V

HBFS-00-08-1-X-5V

Spot Light Illumination

HBF SERIES - High Luminosity LED Spot Light
HBF series designed to replace halogen light source, spot series offer 4 type
colors, Red, Green, Blue and White. And long life time and low power consumption.

Application : in macro lenses inspection, spot light.

Model

Remarks :  HBF Ser ies must use ANG Ser ies / SDH Ser ies / STH Ser ies as L ight ing Contro l ler .
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